
Equipment Rental / Sales

 SCAIP Padding Machines

Equipment Line

Radio Remote Control

Adjustable Front and 
Rear Sections

Vibrating Screen

Oscillating Sealed Cabin

Hydrostatic 
Transmission

FEATURES

The Right Product & 
Service Every Time

For the 150 and 160 Models

For the 250 and 350, 450 Models



Engine CAT® Tier3 or 
Tier4 Final

Easy Access to Engine

 SCAIP Padding Machine 
Specs and Models
Radio Remote Control

Vibrating Screen

SPD-150 SPD-160 SPD-250 SPD-350

Operating 
Weight 12 t / 
26,400 lb

Net Flywheel 
Power 142 hp / 
106 kW

Screening area 
2.3 m² - 25 sq.ft

Operating 
Weight 24.8 t / 
54,675 lb

Net Flywheel 
Power 225 hp / 
168 kW

Screening area  
5.2 m² - 57 sq.ft

Operating 
Weight 29.3 t / 
64,550 lb

Net Flywheel 
Power 250 hp / 
184 kW

Screening area  
2.8 m² - 30 sq.ft

Operating 
Weight 54 t / 
119,000 lb

Net Flywheel 
Power 440 hp / 
325 kW

Screening area  
8 m² - sq.ft

For Pricing And Availability Contact Our 
 Sales Team at  1-855-955-CCIS (2247)

Operating 
Weight 39 t / 
85,980 lb

Net Flywheel 
Power 350 hp / 
257 kW

Screening area  
5.7 m² - 61 sq.ft

SPD-450


